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BaleTainer®

Profitable disposal
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BaleTainer® function
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1. The feeding opening is 1.10m wide, 2.25m deep and enables easy and 

comfortable insertion of large cardboard packaging, film and emptied 

PET bottles, without pre-shredding. 

2. A swing arm pushes the material automatically to the rotor.

3. The strong rotor conveys the material into the press chamber.1
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BaleTainer® function
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4. The pressing process starts automatically. 

5. The slices are compacted one after another into a bale ant the 

bale is tied automatically.

6. The tied bale is automatically ejected.
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High surface pressure
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On a surface of 0,385 m² (one 

slice) the power of 60 tons 

compacts the material. The effect 

is a higher density. It‘s the 

consumers choice if he wants to 

tie one bale out of 3 or 4 slices.

The bale with a density of up to 400 kg/m³, is tied full automatically 

with wire. No personnel expenses. 

The bales are direct marketable and achieve highest revenues.

Pressure: 600kN

Surface: 1,1mx0,35m=0,385m²

Surface pressure: 600kN/0,385m² = 1.600kN/m²

= 160 t/m²

Direct marketable bales 

with three slices
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Fully automatic bale discharge

By using the ability of 24/7 full automatic operation 

the BaleTainer® can be integrated in existing 

production processes. 

In addition to the filling, the tying is full automatic 

and safe. As soon as the bale is compacted, the 

tying process begins. Four wires surround the bale 

and prevent re-expansion. If the wire is nearly 

empty you will get a notification to re-insert the wire 

in time.

>> Continuous operation
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Bale discharge

Capacity: 1 bale

Discharge: Frontal
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Bale chute for direct pick-up
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Bale discharge

Capacity: Standard 4 bales, expandable 

Discharge: Frontal, the bales can be removed one after another

Bale discharging chute for forklift with 3 bale parking places
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Bale discharging chute for forklift
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Bale discharge

Capacity: 3 bales

Discharge: Frontal with pallet, the bale can be removed from the foremost place

Bale chute for pick-up on pallet
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Bale chute for pick-up on pallet
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Bale discharge

Bale dischargeCapacity: 2 bales, expandable 

Discharge: lateral, the bale can be removed in any order
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Bale discharge lateral
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100% truck load

Apart from the reliability of our machines 

quality of the bales is important for our 

customers. The higher the bale density the

lower the transport costs and the more 

profitable results by selling the bales – no 

more costs for “waste“.

>> Low logistic and transport costs
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Bales
Direct marketable or not direct marketable bales?

+ No re-baling needed

+ Revenues for bales

Disposer

No direct marketing

Direct marketing

Paper mill

+ Revenues for bales

- Transport costs

- Transport costs - Costs for re-baling - Transport costs

Paper mill
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Reduction of transportation costs

Truckload: 

2 bales alongside x 3 bales stacked x 11 bales 

length = 66 bales per truck

Bale dimension (LxWxH): 1.10m x 1.10m x 0.80m

Volume: 0,97m³ 

Necessary bale weight for optimum capacity with 

24.5t: 

Bale weight: approx. 370kg 

Bale density: approx. 381kg/m³  

Possible carrying capacity: approx. 24.4t

Trailer

length: 13.60 Meter

Width: 2.44 – 2.48 Meter

Hight: 2.65 – 2.70 Meter
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Installation and filling options

Manual filling at ground level Filling by means of a lift truck

14



www.strautmann-umwelt.com

Installation and filling options

Filling by means of a conveyor belt Filling by wall connected hopper
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Installation and filling options

Lifting and tipping device Tipping device at dock level
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Internal central installation

Small footprint

The BaleTainer® can be set up internally and integrated into existing processes. At 

the same time, the decent appearance of the image remains intact.

Short running paths

The in-house installation leads to a weather-independent disposal, since the operator 

does not have to go outside to compact the cardboard box. As a result, the gates can 

remain closed and running paths can be reduced.
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Operation

The external operation panel is 

more comfortable for the operator 

and in some cases it increases 

operators security.

By using the traffic-light system the status signal lamp shows the 

operating status of the BaleTainer® at a glance to the operator, e.g. 

the early notice of required wire change and bale discharge.

Easy operation

Depending on customer requirements the external 

control panel can be positioned on filling or operating 

side.

Signal lamp

Red: error

Green: ready
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Wire inspection and bale removal control

The wire inspection avoids running out and time-

intensive insertion of wire. The new wire coil can be 

placed easily and in time.

The sensor gives a message when the bales have 

to be removed. The bales can be collected up to a 

certain place.

Wire inspection Bale removal control
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Dimensions
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Profitable disposal
Improve your disposal logistics and thereby preserve the environment
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Strautmann Umwelttechnik GmbH

Auf dem Haarkamp 22, 49219 Glandorf

+49 (0) 5426 80777-0

info@strautmann-umwelt.de

www.strautmann-umwelt.com




